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EPROGLUE P  
Complete glue spraying station 

Complete spraying station: aspirating table for water-based glues only. 
 
Under pressure container and cover are made of stainless steel, the bottom is made  
of aluminium and magnetic stainless steel. Capacity 13 lt.  
 
Easy to move, mounted on wheels. Small dimensions, you can place it everywhere.  
Ergonomic light handle  and Teflon-coated stainless steel spray holder with non-skid 
base. 

Reduced dimensions:   
lenght:  650 mm  /  width: 500 mm  

 
Weight :  50 kg 

 
Ref. 110-PTC-000 
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Related products 

Filter paper roll for aspirating table 
 
Width : 0,4 m 
Lenght : 100 m 
 
Ref. 110-RPF-000 

Under pressure container and cover are made of stainless steel, the bottom is 
made of aluminium and magnetic stainless steel. Capacity 13 lt. Easy fast open/
close, reduces glue wastage, user simplicity, instantaneous training, easy glue refill, 
flexibility in use with removable brushes.  
Manometer for pressure regulation. Security features: exhaust system, pressure 
relief valve and emergency power shut-off valve.  
 
Teflon-coated structure to contain adhesive powder resulting from spray gluing. 
Powerful aspirating engine, replaceable activated carbon filter and filter paper roll 
in order to always have a clean working station. Electrically adjustable in height. 
 
T-stand for spray pen applicator. In this way the tube hang up from the top keeping 
the workbench cleared. Teflon-coated stainless steel pen holder. 
Holder for under pressure container.  
Includes a spatula to unstick filter from aspirating table.  


